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Environmental Protection Agency § 63.625

which the performance test required to
be conducted by §§ 63.7 and 63.626 is re-
quired to be completed, no owner or op-
erator subject to the provisions of this
subpart shall cause to be discharged
into the atmosphere from any affected
source any gases which contain total
fluorides in excess of 61.50 grams/met-
ric ton of equivalent P2O5 feed (0.1230
lb/ton).

(c) Granular triple superphosphate stor-
age building. (1) On and after the date
on which the performance test required
to be conducted by §§ 63.7 and 63.626 is
required to be completed, no owner or
operator subject to the provisions of
this subpart shall cause to be dis-
charged into the atmosphere from any
affected source any gases which con-
tain total fluorides in excess of 0.250
grams/hr/metric ton of equivalent P2O5

stored (5.0 X 10¥4 lb/hr/ton of equiva-
lent P2O5 stored).

(2) No owner or operator subject to
the provisions of this subpart shall ship
fresh granular triple superphosphate
from an affected facility.

§ 63.624 Operating requirements.
On or after the date on which the

performance test required to be con-
ducted by §§ 63.7 and 63.626 is required
to be completed, the owner/operator
using a wet scrubbing emission control
system must maintain three-hour aver-
ages of the pressure drop across each
scrubber and of the flow rate of the
scrubbing liquid to each scrubber with-
in the allowable ranges established
pursuant to the requirements of
§ 63.625(f)(1) or (2).

§ 63.625 Monitoring requirements.
(a) Each owner or operator of a new

or existing diammonium and/or
monoammonium phosphate process
line or granular triple superphosphate
process line subject to the provisions of
this subpart shall install, calibrate,
maintain, and operate a monitoring
system which can be used to determine
and permanently record the mass flow
of phosphorus-bearing feed material to
the process. The monitoring system
shall have an accuracy of ±5 percent
over its operating range.

(b) Each owner or operator of a new
or existing diammonium and/or
monoammonium phosphate process

line or granular triple superphosphate
process line subject to the provisions of
this subpart shall maintain a daily
record of equivalent P2O5 feed by first
determining the total mass rate in
metric ton/hour of phosphorus bearing
feed using a monitoring system for
measuring mass flowrate which meets
the requirements of paragraph (a) of
this section and then by proceeding ac-
cording to § 63.626(c)(3).

(c) Each owner or operator of a new
or existing diammonium and/or
monoammonium phosphate process
line, granular triple superphosphate
process line, or granular triple super-
phosphate storage building using a wet
scrubbing emission control system
shall install, calibrate, maintain, and
operate the following monitoring sys-
tems:

(1) A monitoring system which con-
tinuously measures and permanently
records the pressure drop across each
scrubber in the process scrubbing sys-
tem in 15-minute block averages. The
monitoring system shall be certified by
the manufacturer to have an accuracy
of ±5 percent over its operating range.

(2) A monitoring system which con-
tinuously measures and permanently
records the flow rate of the scrubbing
liquid to each scrubber in the process
scrubbing system in 15-minute block
averages. The monitoring system shall
be certified by the manufacturer to
have an accuracy of ±5 percent over its
operating range.

(d) The owner or operator of any
granular triple superphosphate storage
building subject to the provisions of
this subpart shall maintain an accu-
rate account of granular triple super-
phosphate in storage to permit the de-
termination of the amount of equiva-
lent P2O5 stored.

(e)(1) Each owner or operator of a
new or existing granular triple super-
phosphate storage building subject to
the provisions of this subpart shall
maintain a daily record of total equiv-
alent P2O5 stored by multiplying the
percentage P2O5 content, as determined
by § 63.626(d)(3), times the total mass of
granular triple superphosphate stored.

(2) The owner or operator of any
granular triple superphosphate storage
building subject to the provisions of
this subpart shall develop for approval
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